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HCM 6th TWSC Katella Ave Amazon Facility (JN 13106A)
2: Driveway 1 & Katella Av. 04/21/2020

Opening Year Cumulative (2021) With Project - AM Peak Hour Synchro 10 Report
Urban Crossroads, Inc. Page 1

Intersection
Int Delay, s/veh 0.1

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Traffic Vol, veh/h 1324 20 0 1935 0 20
Future Vol, veh/h 1324 20 0 1935 0 20
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - - - - 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 92 92 92 92 92 92
Heavy Vehicles, % 0 0 0 0 0 0
Mvmt Flow 1439 22 0 2103 0 22
 

Major/Minor Major1 Major2 Minor1
Conflicting Flow All 0 0 - - - 731
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - - - - - 7.1
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - - - - - 3.9
Pot Cap-1 Maneuver - - 0 - 0 316
          Stage 1 - - 0 - 0 -
          Stage 2 - - 0 - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - - - - - 316
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
 

Approach EB WB NB
HCM Control Delay, s 0 0 17.2
HCM LOS C
 

Minor Lane/Major Mvmt NBLn1 EBT EBR WBT
Capacity (veh/h) 316 - - -
HCM Lane V/C Ratio 0.069 - - -
HCM Control Delay (s) 17.2 - - -
HCM Lane LOS C - - -
HCM 95th %tile Q(veh) 0.2 - - -
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--------------------------------------------------------------------------------
                         Amazon Warehouse (JN 13106A)                           
                  Opening Year Cumulative (2021) With Project                   
                                 AM Peak Hour                                   
--------------------------------------------------------------------------------
                      Level Of Service Computation Report                       
       ICU 1(Loss as Cycle Length %) Method (Future Volume Alternative)         
********************************************************************************
Intersection #103 Holder St. & Katella Av.                                      
********************************************************************************
Cycle (sec):         100                Critical Vol./Cap.(X):         0.654
Loss Time (sec):      10                Average Delay (sec/veh):      xxxxxx
Optimal Cycle:        45                Level Of Service:                  B
********************************************************************************
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Control:       Prot+Permit      Prot+Permit       Protected        Protected  
Rights:           Include          Include          Include          Include     
Min. Green:     0    0     0     0    0     0     0    0     0     0    0     0 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
Lanes:        1  0  1  1  0    1  0  1  1  0    1  0  3  0  1    1  0  3  0  1  
------------|---------------||---------------||---------------||---------------|
Volume Module:
Base Vol:      66    7    74   205   43   187    45 1154   145   124 1673   149 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   66    7    74   205   43   187    45 1154   145   124 1673   149 
Added Vol:      4    0     5     0    5     0     0    0    44    49    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   70    7    79   205   48   187    45 1154   189   173 1673   149 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    70    7    79   205   48   187    45 1154   189   173 1673   149 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   70    7    79   205   48   187    45 1154   189   173 1673   149 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   70    7    79   205   48   187    45 1154   189   173 1673   149 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1600 1600  1600  1600 1600  1600  1600 1600  1600  1600 1600  1600 
Adjustment:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Lanes:       1.00 1.00  1.00  1.00 1.00  1.00  1.00 3.00  1.00  1.00 3.00  1.00 
Final Sat.:  1600 1600  1600  1600 1600  1600  1600 4800  1600  1600 4800  1600 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.04 0.00  0.05  0.13 0.03  0.12  0.03 0.24  0.12  0.11 0.35  0.09 
Crit Moves:             ****  ****             ****                  ****      
********************************************************************************

  Traffix 8.0.0715 (c) 2008 Dowling Assoc. Licensed to URBAN CROSSROADS, IRVINE 
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